03/31/14

1/8"” DRILL HOLE ON
CENTER, 1/2” DEEP

SCD No. 107.09

\- 47 STEEL ROD TO HELP
LOCATE MONUMENT
TOP TO BE CUT SQUARE FLUSH WITH GRADE.
AND POLISHED MINIMUM 1’ LENGTH
FINISH GRADE 1
FLUSH
4”
ALL SURFACE SMOOTH—CUT
MARBLE OR GRANITE \
COMPACTED BACKFILL OR
SAKRETE GRAVEL MIX (TYR)\
‘ 21_6”
. “-] (SEE
.. ANOTE #2)

CLASS "C” CONCRETE '
IF REQUIRED

(SEE NOTE 2)

MINIMUM DIA.

NOTES:

1. UNLESS OTHERWISE SPECIFIED, MONUMENTS ARE TO BE
SURVEYOR LICENSED BY THE STATE OF CONNECTICUT IN
SPECIFICATIONS.

2. IF LEDGE IS PRESENT, MONUMENT MAY BE SHORTENED
AND SET IN A MINIMUM DEPTH OF 1'—6" OF CLASS "C”
CONCRETE (3,000 PSI). MINIMUM LENGTH OF MONUMENT
SHALL BE 1°'-0".

SCALE = N.T.S.

|—————— 14" .

SET AND CERTIFIED BY A
ACCORDANCE WITH THE

STANDARD CONSTRUCTION DETAIL
SURVEY MONUMENT

TOWN OF GREENWICH, CONNECTICUT
ENGINEERING DIVISION
DEPARTMENT OF PUBLIC WORKS




